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Context

Size (mm X mm)

48x30

Weight (g)

9.18g

BOURRASSE, A MAJOR PLAYER IN THE CORK CLOSURES
INDUSTRY

Bourrassé has complete control over the entire processing cycle of cork,
from its harvest through to marketing:

- the world'’s 2nd largest buyer of cork from the forest;

- cork preparer;

- closure manufacturer;

- creator of the largest range of closure solutions.

Each stage is carefully controlled and fully complies with specifications.

As part of its unwavering focus on excellence, Bourrassé has its sights
permanently set on controlling aromatic profile. This proficiency provides
increasingly reliable and high quality solutions:

- an organoleptically neutral closure;

- a harmonious ally that preserves the integrity of the wine;

- the right level of permeability;

- consistent, controlled performance.

Within its range of technical closures, Jump is a 100% micro closure for
sparkling wines. Individually moulded from de-aromatised cork pulp to
offer a harmonious ally for your wines.



M t h d I The carbon footprint outlined in this report has been assessed based
e O O Ogy on the ISO 14067:2018 standard. This assessment employs a life cycle
analysis methodology to measure the potential environmental

effects of a product throughout its several stages. The specific
strategy used is specified in the ISO 14040/44:2006 standard.
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in 2023.

This study was verified by an external, accredited entity which issued a verification opinion based on the emissions, removals and storage of
greenhouse gases presented in the GHG statement “Jump® carbon footprint, 29-09-2025, v1” and its summary “Carbon Footprint - Jump®
Executive Summary 29-09-2025". The summary is available at: https://www.bourrasse.com/ecoresponsabilite/

Using standard 14067:2018 as a basis, and in order to standardize the calculation of the carbon footprint of its products, Bourrassé has drawn
up an internal procedure for this process PG.GR.DSI.012.0 - Carbon footprint of products.



Data collection
and Quality

*|t was assumed that all the cork raw materials entering the system
possess a similar amount of stored carbon. The estimate of the enclosed
CO, is determined by the atomic weights of carbon (12) and carbon
dioxide (44). The calculation considers the carbon fraction of 55% (dry
basis) and the moisture fraction of 6% present in cork (Dias et al.,
2014b).

Emissions from biomass energy production are considered neutral
because it is assumed that the CO, released during the process was
previously captured and therefore results in a neutral net balance of CO,
emissions.

The land use estimate considered the cork yield potential of cork oak
trees (Pereira and Tomé, 2014) and the typical extent of soil root
occupation (which absorbs CO, over its lifespan) (Woodland Trust &
IFN6). The carbon sequestration value resulting from the land usage of
cork oaks was determined by considering the soil occupation required to
manufacture 1000 stoppers (as indicated in the UF study) and the soil
carbon storage per cork oak (as specified in Table 6-14 of the NIR, 2023).
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Results
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JUMP Carbon Footprint, according to standard 14067:2018:
-61.69 kg CO,eq/1,000 stoppers
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Results
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Emissions:

15.11 kg CO, eq/1,000 stoppers

f 73%

of emissions come from the cork stopper
production stage, which includes moulding,
mechanical finishing and intermediate

packaging.

- 61.69 gr eq. CO,/unit
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=11 6%

of emissions come from the cork stopper
finishing stage, which includes branding,
surface treatment and packaging.
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CO n CI u s [ O n S Emissions total an impact of 15.11 kg CO,eq per

1,000 stoppers.

Considering the carbon contained in the cork
(14.14 kg CO,eq per 1,000 stoppers) and land use
(62.65 kg CO,eq per 1,000 stoppers), this results in
a product carbon footprint of -61.69 kg CO,eq
per 1,000 stoppers, in a cradle-to-gate

The results, based on 2024 data, show that, according to approach.

a cradle-to-gate approach, the greatest impacts are
associated with the production stage, which includes the
moulding, mechanical finishing and intermediate
packaging processes. Emissions from this stage
account for 73% of total emissions.




Glossary

GEE Greenhouse Gases CO,eq Carbon dioxide TCA 2,4,6-Tricloroanisole
equivalents
IFN6 Sixth National Forest INERPA Inventario Nacional de UF Functional Unit

Inventory (Institute for EmissOes por Fontes e

Nature Conservation Remocao por

and Forests) Sumidouros de
Poluentes Atmosféricos
(Agéncia Portuguesa do Ul Industrial Unit

Ambiente)



Title:

TECh niCa I Sh EEt “Carbon footprint - Jump®: Executive Summary,

29-09-2025"

A study conducted by:
Amorim Cork, S.A.
Email; amorim@amorim.com

Coordination:
Ana Maria Matos

Project Leader:
Sara Beatriz Silva

With the support of:
Marco Castelo
|Isabel Valente
Diana Dias

Ricardo Andrade

Bourassé SAS

Route de Lacomian
40230 TOSSE - FRANCE
September 2025






	Diapositive 1  
	Diapositive 2
	Diapositive 3
	Diapositive 4
	Diapositive 5
	Diapositive 6
	Diapositive 7
	Diapositive 8
	Diapositive 9
	Diapositive 10
	Diapositive 11
	Diapositive 12
	Diapositive 13
	Diapositive 14
	Diapositive 15

