TECHNICAL

Osmoz

SPARKLING WINE STOPPER TECHNOLOGY
USED TO PROTECT STILL WINES

Bourrassé

EMOTION, REVEALED

FACT SHEET



Osmoz

TECHNICAL SPECIFICATIONS

Releasable 2,4,6-TCA content

(Trichloroanisole)

Moisture content 6% + 2%

Length 44,0+ 0.5 mm
Diameter 23.7+£0.5mm
Average extraction force 15 to 35 daN

(on glass tubes)

Liquid seal capabilit > 2.0 bars
The exclusive de-aromatisation g P y

processes: Dimensional recovery > 90% after 3 min
- VORTEX® for the cork pulp body,

Peroxide residues None
- VAPOSECUR?® for the solid cork discs,
completes control of the aromatic Dust content < 1.0 mg/stopper
profile of Osmoze. Capillarity migration None

Osmoz® consists of a body of
moulded micro cork pulp, crowned
at each end by two natural cork Our products comply with the current technical specifications (test methods and technical specifications
. . according to NF ISO 16420) and are “ex works".
discs, the only noble part in
contact with the wine.

RECOMMENDATIONS

Maximum recommended shelf life after corking: 12 years
(Depending on the quality of the solid cork disc).

Suitability closure/wine:
For still wine closures in a CETIE finish bottle. It is our customers’ responsibility
to carry out validation tests under their own conditions of use.

Use:

- Optimal compression diameter: 15.5 mm depending on the type of finish.
- Corking rate < 1,250 Btls/head and per hour.

- The bottles should stand long enough to allow internal overpressure to
stabilise for bottling under inert gas or in an inerted atmosphere.

, Storage:
B O u r‘ ra Sse - In temperate, odourless, sound and ventilated facilities.
- Work on a FIFO (first in - first out) basis.
EMOTION, REVEALED ) oY _
- Optimal use within 6 months after delivery.
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